Youth Haven Outline Specs – 12/18/07 
2 – Sitework 
- TBD per civil (Davidson) 
- Landscape allowance for replanting site per ALD design (TBD). Allow higher budget than normal around building perimeter. 
- Provide multiple conduits w/ pull strings and pull boxes for low voltage systems cabling. 
- Excavate lake and grade site for positive drainage; scope TBD. 
- Masonry pilaster and running base fencing with aluminum infill per site plan to extend from west P/L to east property line. 
- Concrete curb and gutter; no parking bumpers. 
3 – Concrete 
- 3000# slab on grade with deeper than normal grade beams. 
- No special foundation requirements unless adverse borings. 
4 – Masonry 
- 8 x 16 cmu with stucco finish 
- 8” x 16” concrete tie beams w/ #5 rods @ 4’ o.c. vertical 
5 – Metals 
-Skylights = octagonal 1 hr & wind rated in green alum finish. 
-Sample supplied to PBS 
6 - Wood & Plastics 
-Wood structural trusses 
-5/8” plywood roof deck w/ clips 
-Allowance for wood faced kitchen cabinets and melomene casework in Copy Rooms 
-Fascia, soffits and trim = Azek ptd. 
7 - Thermal & Moisture Protection 
-Roof = White concrete tile roof to match existing buildings 
-Entry Features and Cupola = Green alum raised seam system 
-Insulation = 9” icynene roof trusses at membrane. 
-Insulation = All block walls to be foam filled from inside prior to drywall. 
-All windows facing east, west and south to have UV & IR reflective film added to all glazing. All doors to be tinted to match; no film. 
8- Doors & Windows 
-Exterior doors = Green storefront doors and 2” alum window system. 
-Interior Office Doors = Stain grade 1 ¾ sc birch in metal frames w/ 12” wireglass sidelights (typ) 
-Stnd Windows = Green 2” alum frames w/ impact glass 
-Interior Control Doors to have electronic strikes from manufacturer = scope TBD. 
-Hardware; all commercial grade handicap levers. Panic hardware shall match. 
9 – Finishes 
-All tile floors, walls and concrete base flooring to be sealed PRIOR to finish flooring applications. 
-Bathrooms = Ceramic tile floor and walls up to 5 ft AFF. Allowance for premium custom tilework in toilet rooms. 
Classroom, Offices & Hallways = Burlington commercial grade rubber backed 18 x 18 carpet squares on blue glue. 
-Ceilings = 2 x 2 tegular acoustic ceiling system, TBD. 
-Entry Areas and Vaulted Areas = Finished Drywall ceilings. 
-Counter tops = Corian or equal. 
10 – Specialties 
- Rolling Filing Systems in File Rooms 
- Metal toilet partitions, TBD. 
11 – Equipment 
- TBD 
12 – Furnishings 
- Allowance for furniture for all offices, lobbies and Classroom chairs and tables. Outdoor furniture for patio areas. Total scope TBD 
- Allowance for Artwork = TBD. 
13 - Special Equipment 
- National Lightning Protection System on bldg (classroom cupola and western skylight) and also retrofit on ALL existing buildings as one package installation by same vendor. 
- Low Voltage computer network by Owner. Backboxes, sleeves, access conduit by GC. 
- Security systems by Owner, coordinate with Owner’s contractor. 
- Foundations and gate controllers by GC (2). Manufacturer Cincinnati, scope TBD. 
- Fish tank system in cabinet feature at Main Entry. Fish by G2. 
- Generator for Main Bldg. – Size TBD. 
- 

14 - Conveying Systems 
- N/A 
15 – Mechanical 
- Mitsubishi City Multi in entire bldg; 2x2 cassettes in suspended ceiling system except Classroom to have ducted unit. 
- Hallways to be fresh air supply via 2 EVR units at each end of building. 
- 2 – 40 gallon water heaters in attic; access via 3 attic scuttles. 
- Heat recovery units (from ERV) for each water heater. 
- Auto flush water saver toilets and sinks. 
- No anticipated fire dampers. 
- Hose bibs on four sides. 
16 – Electrical 
- Lighting = 2x2 T-5 lamps in suspended ceiling system in most rooms including occupancy sensors in all rooms (typ). 
- Auto flush water saver toilet and sinks. 
- Main front entry, Classroom, Break Room and Main Toilets to have A/C and lighting with automatic sensor operation upon entry for use by others without knowledge of operating systems. 
- Mechanical system has NO heatstrips. 
